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INSTALLATION DATA

Installation Indoor or Outdoor

Environment Marine, Industrial

Application Separator, transfer, booster, feeder, fuel supply, lubricating

OPERATING DATA

Handled fluid Fuel oil HFO - DO - LSMG0 - Hydraulic and Lube oils 

Viscosity range From 1,2 to 5000 cSt 

Pump speed From 750 to 3600 rpm (*)

Rotation (viewed from coupling end) CW (Std version ; CCW on demand )

TECHNICAL CHARACTERISTICS

Flow rate Up to 170 LPM - 10,2 M3 /h

Suction pressure From - 0,5 to 10 bar

Delivery pressure Up to 16 bar (from 1000 to 3600 rpm)

Operating temperature range From 0 to 150 °C (*)   

Seal Mechanical seal

Bearing type Radial ball on main shaft

Bearing lubrication Lubricated for life

Mounting arrangement Horizontal or vertical mounting 

Inlet & Outlet connection Special version

MATERIALS

Casing/Flanges Cast Iron GGG40 

Screws Nitrided steel 

O-rings Viton ®

Surface protection Only on demand

(*) For different values contact Seim 

MAIN CHARACTERISTICS

SERIES PHS
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ASSEMBLY AND SPARE PARTS 

PUMP COMPONENTS

Description

Pump shaft  (**) 

Key (**)

Seeger ring (**) 

Shim spacer (**) 

Bearing (*)     (**) 

Seeger ring (**) 

Screw plug 

Seeger ring (**) 

Lip gasket (**) 

Screw plug 

Spring

Ball

Cylindrical pin (**) 

Mechanical seal (*)    (**) 

Plug

Flat seal (*)    (**) 

Hexagonal socket head screw  

Side screw 

Closing plate  

Description

Hexagonal nut 

Ball cap nut 

Valve guide rod

O-ring (*)    (**)  

Valve packing ring  

Obturator guide rod  

Spring 

Obturator valve 

Central screw ring (**)

Shim spacer (**)  

Seeger ring (**)

Body

O-ring (*)    (**)

O-ring (*)    (**)

Seeger ring 

Flat seal (*)    (**) 

Seal holder-ring 

Anti-rotation element

Cylindrical pin 

(*) Spare parts kit Basic - (**) Spare parts kit Superior
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PERFORMANCE CHART

SERIES PHS
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PERFORMANCE CHART
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PERFORMANCE CHART
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DIMENSIONS

SERIES PHS

DIMENSIONAL CHART (mm)
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DIMENSIONAL CHART FOR ASSEMBLED GROUP (mm)

* Indicative dimensions
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DIMENSIONS
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Informations included in this catalogue are indicative, SEIM reserves the possibility to introduce variations without prior notice.PC-PHS-1201-rev00
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